High Efficiency

PCS Series 3-Phase ] hkW

B SPECIFICATION

B MOTOR
Rated Load
Degrees - Protective
Output Voltage | Freq. ; Insulation -
(kW) Model Name Poles V) (Hz) | Current | Speed | Efiicency Duty of Classification gootlmg
(A) (r/min) (%) protection ystem
pPCSOO-0-EO150R40 4 | 220/380 | 60 |6.30/360| 1755 85
200 50 6.70 1455 828
PCSOO-O-E0150W60 4 Totally
1.5 220 60 6.00 1750 85 CONT. IP55 F Enclosed
Fan-Cooled
380/400 | 50 |3.55/350 |1450/1455| 82.8/82.8
PCSOO-0-EO150X60 4
400/440 | 60 | 320/310 | 1745/1755| 84.8/85.0

* The Brake Geared Motor is divided into 2 models: one is a non-water proof product with 1P40
while the other is a waterproof product with IP55,
* The Models with IP40 and IP55 have the same electric characteristics.

B GEARED MOTOR - 50Hz

Frame No. 40
Reduction gear ratio | 5 75 10 12256 | 15 20 25 30 40 50 | 60
Rotation speed (r/min) | 300 | 200 | 150 | 120 | 100 | 75 60 50 | 375 ] 30 | 25
Alowable | Kgf-m| 420 | 635 | 849 | 106 | 126 | 169 | 212 | 254 | 339 | 424|508
torque N-m | 412 | 623 | 833 | 104 | 124 | 166 | 208 | 249 | 332 | 416 | 498
Allowable kgf | 500 | 530 | 560 | 575 | 590 | 610 | 630 | 640 | 640 | 640 | 640
OHL N 4900 | 5194 | 5488 | 5635 | 5782 | 5978 | 6174 | 6272 | 6272 | 6272 | 6272

B GEARED MOTOR - 60Hz

Frame No. 40
Reduction gear ratio | 5 75 10 25 | 15 20 25 30 40 50 | 60
Rotation speed (r/min) | 360 | 240 | 180 | 144 | 120 | 90 | 72 | 60 | 45 | 36 | 30
Alowable |Kof-m| 350 | 530 | 7.10 | 885 | 106 | 141 | 176 | 212 | 282 | 353 | 423
torque | N-m | 343 | 52 | 696 | 868 | 104 | 138 | 173 | 208 | 277 | 346 | 415
Alowable | kof | 500 | 530 | 560 | 575 | 500 | 610 | 630 | 640 | 640 | 640 | 640
OHL N | 4900 | 5194 | 5488 | 5635 | 5782 | 5978 | 6174 | 6272 | 6272 | 6272 | 6272

Note) « Permissible Torque is limited for products with a mark “*” of reduction gear ratio
« Permissible O.H.L (allowable overhung load) is based on the central part of the outlet length for output shaft
« Rotation direction of color = is opposite of other color O
* Self Locking is unavailable.
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B PCS TYPE DIMENSIONS [ Lead wire Box Type & Terminal Box Type ]

Note) « Dimensions for IP40 model and IP55 model are the same.
« The brake—attached model is applied to the Terminal Box Type for basic features, but does not apply to the lead wire box type.
« () dimension and weight in dimensions is for brake attached model specification
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Weight : 40.5 (46.5) Kg
* Model type @ :Direction for output shaft
@ : Motor option (B, C, D)
@ : Power (Voltage & Frequency) §
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B Terminal Box for 1.5~2.2kW
Box Cover
Seal Connector
Fixing Screw
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Rubber Gasket

Lead wire Box &
Terminal Box

% Geared motor with 1.5~2.2kKW has same the feature for lead wire box and terminal box type
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High Efficiency

PCS Series 3-Phase 2 2k W

B SPECIFICATION

® MOTOR
Rated Load
Degrees - Protective
Output Voltage | Freq. ; Insulation -
(kW) Vode Neme Poles | () | (Ha) | Cument | Speed | Eficency | DU | O lojiication| S0
(A) (r/min) (%) protection ystem
PCSOO-O-EO220R40 4 |220/380 | 60 |7.80/450| 1750 8838
200 50 8.70 1450 84.3
PCSOO-0-E0220W60 4 Totally
2.2 220 60 7.80 1750 88.8 | CONT. IP55 F Enclosed
Fan-Cooled
380/400 | 50 |4.55/4.50 |1450/1455| 84.3/84.3
PCSOO-0-E0220X60 4
400/440 | 60 |4.20/4.00|1735/1755| 87.9/88.6

* The Brake Geared Motor is divided into 2 models: one is a non-water proof product with IP40
while the other is a waterproof product with IP55.
* The Models with IP40 and IP55 have the same electric characteristics.

B GEARED MOTOR - 50Hz

Frame No. 50

Reduction gear ratio | 5 75 10 1256 | 15 20 25 30 40 50 | 60
Rotation speed (r/min) | 300 | 200 | 150 | 120 | 100 | 75 60 50 | 375 | 30 | 25
Allowable |kgf-m| 620 [ 932 | 124 | 155 | 186 | 249 | 311 | 37.3 | 497 | 621 | 745
torque N-m | 608 | 914 | 122 | 152 | 182 | 244 | 305 | 366 | 487 | 609 | 731
Allowable kgf | 550 | 585 | 620 | 635 | 650 | 670 | 700 | 730 | 730 | 769 | 769
OHL N 5390 | 5733 | 6076 | 6223 | 6370 | 6566 | 6860 | 7154 | 7154 | 7546 | 7546

B GEARED MOTOR - 60Hz

Frame No. 50

Reduction gear ratio | 5 75 10 25 | 15 20 25 30 40 50 | 60
Rotation speed (r/min) | 360 | 240 | 180 | 144 | 120 | 90 72 60 45 36 | 30
Alowable |Kaf-m| 520 | 775 | 103 | 130 | 155 | 208 | 259 | 311 | 414 | 518 | 622
torque | N-m | 51 | 76 | 101 | 127 | 152 | 204 | 254 | 305 | 406 | 508 | 610
Allowable | kof | 550 | 585 | 620 | 635 | 650 | 670 | 700 | 730 | 730 | 769 | 769
OHL N | 5390 | 5733 | 6076 | 6223 | 6370 | 6566 | 6860 | 7154 | 7154 | 7546 | 7546

Note) * Permissible Torque is limited for products with a mark “*” of reduction gear ratio
« Permissible O.H.L (allowable overhung load) is based on the central part of the outlet length for output shaft
« Rotation direction of color = is opposite of other color O
« Self Locking is unavailable.
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B PCS TYPE DIMENSIONS [ Lead wire Box Type & Terminal Box Type ]

Note) « Dimensions for IP40 model and IP55 model are the same.
* The brake—attached model is applied to the Terminal Box Type for basic features, but does not apply to the lead wire box type.
« () dimension and weight in dimensions is for brake attached model specification
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Weight : 615 (70) Kg

» Model type @ :Direction for output shaft
@ : Motor option (B, C, D)
@ : Power (Voltage & Frequency)
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B Terminal Box for 1.5~2.2kW

Box Cover

Seal Connector
Fixing Screw

ok

Rubber Gasket

Lead wire Box &
Terminal Box

% Geared motor with 15~2.2kW has same the feature for lead wire box and terminal box type

Model Name Coding | |Speciication for output shaft| | Technological Data
[ 36Page [J 70Page [ 101Page

INDUSTRIAL MOTOR | 99



PC Series GEARED MOTOR

PCH TYPE
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Frame L SD B1 B2 P PC PK PL PD
25 Frame 103 25 8 28.3 38 26.2 22 135 254
30 Frame 14 30 8 333 46 314 22 135 304
35 Frame 134 35 10 383 52 37 26 1.75 34
45 Frame 158 45 14 488 67 475 30 195 454
55 Frame 178 55 16 593 70 58 40 22 554
PCS TYPE
E
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Type KEY TAP
E/M|N @D(h6) GE
Frame F(h9) T TH DP
22 Frame | 40 | 35 | 32 22 6 0 6 0 35
0 -0,030 -0030 | *° | 401
-0,01
28 Frame | 45 | 40 | 36 28 003 8 0 7 4 0
-0.036
32 Frame | 55 | 50 | 45 32 10 M8 12
0 8 | 000 | ° | <02
40 Frame | 65 | 60 | 54 | 40 ~00% 12 0 0
50 Frame | 75 | 70 | 63 | 50 g |008 g 55

Note) « Key and Key groove tolerance: KS B 1311
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